
Step 1: Take apart the case parts
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Kneeboard (or frontboard)
Music desk
Key cover

Step 2: Remove and clean the action

Take off the three or four nose bolts that are holding the action in
Slide the action brackets off the nose bolts
Ensure the pedal rods are disconnected from the action
Carefully lift the action straight upward being aware not to damage the dampers.
Use a blower function on a vacuum or an air compressor set around 90psi to blow off the
action. Do not get too close to the action as you don’t want to damage the parts.

Step 3: Remove the keys

Always lift keys straight up off of the keypins so that you do not damage the keys. Make sure
you keep your keys in order so that they don’t get mixed up. This could cause much trouble
when trying to put them back together as they are each different.
Use a shop vac or vacuum to clean out the keybed under the keys. Be careful to avoid the
balance rail or backrail felts/punchings so that you don’t suck them into the vacuum.

Step 4: Clean the rest of the piano

Use a vacuum to clean out the bottom section behind the kneeboard.
If you are in an environment where you are able (such as a garage) use an air compressor to
blow out any dust or dirt that the vacuum may not have been able to get to.

To watch a video with more details on this topic, visit this link (or click the QR code below):
https://youtu.be/pkuaJA-ZwLE?si=N87V3eTiXgZ5cFOK
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